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1852 Painters Run Road.    Pittsburgh, PA  15241

Phone: 412.221.0390  Fax:  412.221.1073   e-mail: sales@wbwellsco.com
Instrumentation / Process Equipment Manufacturers’ Representatives

PROCESS ANALYZER APPLICATION DATA SHEET
	Customer:
	                                                                                                                        Date:

	Plant:
	
	Application:
	

	Process Component to be analyzed: 
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 ppm 
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 %
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 By weight
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 By volume
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 Other:     

	Concentration ranges of all components in stream (list all known, even if in ppm range):
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 By weight           Percent Range
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 By volume      ppm Range

	
	% to
	%
	
	      % to
	      %

	
	% to
	%
	
	      % to
	      %

	
	% to
	%
	
	      % to
	      %

	
	% to
	%
	
	      % to
	      %

	
	% to
	%
	
	      % to
	      %

	Process conditions at sample tap: 



	Number of sample points: 

	Piping orientation for mounting of probe
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 Vertical
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 Horizontal

	Temperature: 
	Normal: 
	Min: 
	Max: 
	Units: 

	Pressure:
	Normal: 
	Min: 
	Max: 
	Units: 

	Process connection: 

	Other data (viscosity, unusual surges, contaminants):       

	 Dew point
	Temp:       
	Pressure:       
	Sample boiling point        at atm pressure

	Are there likely to be any particulates, mists, etc., in the sample?  If so, describe:




	Conditions at fast loop return point or vent point:

	Process connection:       
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  To atmosphere or waste stream at atmospheric pressure
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  Return to process at:
	Pressure:        
	Range:     
	Units:
	     
	at
	      temp
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  Vent/scrubber (by customer):
	Pressure:        
	Range:      
	Units:      

	Materials of construction which may be used in contact with sample:

	Metals: 


	Plastics:  

	Can you furnish mass spectroscopy scans of your sample?  (Please attach if available.)
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  yes
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 no

	Lab analysis method:  
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	Environment at probable analyzer site (control station assumed to be in a protected area):

	Analyzer will be:
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	Indoors
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	Outdoors
	Temperature range:
	
	to
	

	Average barometric pressure:        
	Solar radiation temperature:        

	Shelter to be provided by:
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 W.B. Wells
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 Others
	Type (materials, rating, etc.):



	Conditions analyzer will be exposed to (corrosive or explosive; excessive moisture, dust):



	Hazardous area electrical classification:

	At analyzer, field unit location:                              
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	General purpose
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	Hazardous
	Class:      
	Group:      
	Div/Zone:      
	T Class:      

	At analyzer, control station location:
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	General purpose
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	Hazardous
	Class:      
	Group:      
	Div/Zone:      
	T Class:      


	Utilities available:
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 115 V 60 Hz
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 115 V 50 Hz
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 Steam
	Pressure: 
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 Nitrogen
	Pressure:       
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 230 V 60 Hz
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 230 V 50 Hz
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 Instrument Air
	Pressure: 
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 Clear Water
	Pressure: 
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 UPS Available
	Instrument Air Temperature       
	

	[image: image33.jpg]


 Other  Please specify:       
	

	Sample system to be supplied by W. B. Wells?
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	Yes. Specify distance from sample tap to probable analyzer site: 

	
	Describe installations space limitations, if any.
	Height: 
	Width:
	Depth:

	
	Number of sample streams: 
	Permissible zero fluid:      
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	No. Specify sample conditions available at analyzer.
	Inlet:
	Pressure:       
	Temperature:       

	
	
	Outlet:
	Pressure:       
	Temperature:       

	Analyzer output:

	

	

	

	

	Sample lines:

	Length:
	      

	Length:
	      

	Length:
	      

	Length:
	      

	Length:
	      

	Length:
	      

	Length:
	      

	Length:
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Quotation to be sent to (if different from above):




	Name:
	

	Title:
	

	Company:
	

	Address:
	

	City/State/Zip:
	

	Phone:
	

	Fax:
	

	Date Quotation Required:
	

	Special Instructions:



	Application Data Sheet completed by:

	Name:
	

	Title:
	

	Company:
	

	Address:
	

	City/State/Zip:
	

	Phone:
	

	Fax:
	


Please complete this questionnaire and return it to W.B. Wells for a formal quotation.
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